


Install the cutting platform

Remove the build plate on the heatbed. Then, place the cutting platform on the heatbed, and
make sure to align the two corners of the cutting platform and the stoppers of the heatbed.
Do not discard the protective films on both the cutting mats. After use, reapply the protective
film to the cutting mat to prevent debris from sticking to it and to maintain its adhesive
properties.



Install the cutting module-H2D

Press the two top corners of the front cover and remove it.



Install the cutting module-H2D

As shown in the picture, unlock the quick-release lever. Then, align the slots of the cutting
module and the toolhead, and slide the module all the way down.



Install the cutting module-H2D

As shown in the picture, make sure the “Click” mark on the module is aligned with the dented
slot on the toolhead. Then, push the quick-release lever down to lock it.



Install the cutting module-H2D
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Open the dust-proof cover, and insert the connector into the toolhead interface.



Install the cutting module-H2D

Remove the protective cover on the blade holder.
Caution! Sharp blade! Please carefully operate to avoid injury. Keep the protective cover safe
to re-attach it when the blade is not in use.



How to use the drawing function-H2D

If you want to use the drawing function, you only need to replace the blade holder with the
pen module.



Install the pen module-H2D

Remove the height calibrator from the pen holder, and install it on the bottom.



Install the pen module-H2D

@)

Rotate the pen fixture counterclockwise to loosen it. Insert a pen to the bottom, and then
rotate the fixture clockwise to tighten it.



Install the pen module-H2D
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Pull the blade holder downward by the round edges to remove it.
The blade is sharp. Please operate carefully to avoid injury!



Install the pen module-H2D

Insert the pen module all the way into the cutting module. Then, remove the height calibrator.



Install the cutting module-H2S

Press the lower-right corner of the front cover to remo\



Install the cutting module-H2S

Pull out the rotating wheel.



Install the cutting module-H2S

As shown in the picture, unlock the quick-release lever. Then, align the slots of the cutting
module and the toolhead, and slide the module all the way down.



Install the cutting module-H2S

As shown in the picture, make sure the “Click” mark on the module is aligned with the upper
edge of the hotend cooling fan. Then, push the quick-release lever down to lock it.



Install the cutting module-H2S
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Open the dust-proof cover, and insert the connector into the toolhead interface.



Install the cutting module-H2S

Remove the protective cover on the blade holder.
Caution! Sharp blade! Please carefully operate to avoid injury. Keep the protective cover safe
to re-attach it when the blade is not in use.



How to use the drawing function-H2S

If you want to use the drawing function, you only need to replace the blade holder with the
pen module.



Install the pen module-H2S

Remove the height calibrator from the pen holder, and install it on the bottom.



Install the pen module-H2S
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Rotate the pen fixture counterclockwise to loosen it. Insert a pen to the bottom, and then
rotate the fixture clockwise to tighten it.



Install the pen module-H2S
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Pull the blade holder downward by the round edges to remove it.
The blade is sharp. Please operate carefully to avoid injury!



Install the pen module-H2S

Insert the pen module all the way into the cutting module. Then, remove the height calibrator.



First calibration and use

After you install the cutting module for the first time, you must complete the calibration
process before using it. Please follow the instructions on the screen to complete the process.
For more details on calibration and use of the function, please see the Wiki page below.

wiki.bambulab.com/h2/manual/cutter-setup



Regular maintenance

Regular maintenance is essential to ensure the cutting module’s longer lifespan and optimal
performance.

Cutting module base:

Regularly inspect the base to ensure it is properly installed on the toolhead. After locking the
quick-release lever, verify that the module is stable and does not wobble. If any wobbling is
detected, tighten the screws on the quick-release lever.

Blade holder:

Regularly check for debris near the blade. If there is any, unscrew the end cap to remove the
debris to prevent buildup that can obstruct the blade’s rotation.

Consumables:

» Regularly check the adhesion of the cutting mat and replace it when necessary to ensure
the material can be securely held in place.

« Over time, the blade will wear down, resulting in cutting quality decline. Replace the blade
regularly to maintain optimal performance.

* The lifespan of the blade can vary depending on the materials being cut. For more details,
please refer to our wiki.
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bambulab.com/support/maintenance

Please refer to the "Regular Maintenance Recommendations” section on our wiki for more
information.



Specifications

Item

Specification

Cutting Area

H2D: 300*285 mm’
H2S: 297.5*300 mm’

Drawing Area

300*255 mm’*

Supported Pen Diameter

10.5 mm-12.5 mm

Cutting Mat Type

LightGrip and StrongGrip Cutting Mats

Blade Type 45°*0.35 mm
Blade Pressure Range 50 gf-600 gf
Max Cutting Thickness 0.5 mm
Blade and Pen Recognition Supported
Cutting Mat Type Detection Supported

Supported Image Type

Bitmap and Vector Images




Technical Support

If you need technical support, please follow either of the following methods:

Method 1: Get in touch by using the Contact Us button in our Support Center.
bambulab.com/support

We're here to help!

Our international support team is ready to answer your questions
and provide assistance, to quickly address your requests.

Method 2: Create a support ticket on Bambu Handy, from the Support Center section.

You can also visit the Bambu Lab Wiki for more tutorials and I
maintenance guidance. i ()
wiki.bambulab.com/home fed £ 7 L] Bambu Lab
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Enjoy!
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